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ASPF
GRADE
CONCRETE GATE

TO MATCH
XISTING CHES| OF COMPACTED CLASS 6 AGGREGATE

SHOLD PLACED ON

EXISTING WATER

VALVE COVER THE AREA SHALL BE PROOF—ROLLED WITH A WATER TRUCK
TO REMAIN, ADJUST ILLED) TO
VERTICAL ELEVATION THE EXISTING SUB—GRADE BY REMOVING

REPLACEMENT OR
MAY BE REQUIS
MATERIAL Tk
SCARIFIED
PAVIN
SPEC

OF AGGREGATE BASE COURSE
ORE PLACEMENT OF ROADBASE
ROUND SHALL BE LIGHTLY
2—INCHES IN DEPTH. ASPHALT
D IN ACCORDANCE WITH VA
16

REPLACE 6—FT WIDE
CONCRETE SIDEWALK

(MIN 1% AND 2% MAX
CROSS SLOPE)

REPLACE 5—FT WIDE
CONCRETE SIDEWALK

(MIN 1% AND 2% MAX
CROSS SLOPE)

INSTALL 3—FT WIDE, 8—IN THICK,
CONCRETE DRAINAGE PAN

#5 REBAR @ 117 E.W.

PLACE STEEL ON 4” NONMETALLIC
CHAIRS OR SLAB BOLSTERS

FOR CONSTRUCTION JOINT USE

45 REBAR X 18” AT 12" O.C. CROSS SLOPE

%” PER FOOT FENCE SECTION

ACE ASPHALT. REPLACE
FOR CONTRACTION JOINT USE R ASPHALT PLACEMENT
3/4" X 18" SMOOTH DOWEL
BARS @ 12”7 0O.C. LUBRICATE

INSTALL 5—FT
BARS ON ONE SIDE OF JOINT. CONCR

SEE DETAIL
ALL JOINTS IN PAN SHALL BE ABOVE FQ

SEALED WITH AN APPROVED
CONCRETE SEALANT.

3—IN THICK,
DRAINAGE  PAN
REINFORCEMENT
FT DRAINAGE PAN

4
>

ASPHALT TO MATCH
GRADE OF /EXISTING
CONCRETE GATE THRESHHO

( IN FEET )

SCALE 1”7 = 10 /




